Abstract In this paper, high temperature oxidation behavior of newly developed alloys, Ti-6Al-4Fe and Ti-6Al-1Fe, is examined. To understand the effect of Fe on the air oxidation behavior of the Ti-Al-Fe alloy system, thermal oxidation tests are carried out at 700 o C and 800 o C for 96 hours. Ti-6Al-4V alloy is also prepared and tested under the same conditions for comparison with the developed alloys. The oxidation resistance of the Ti-Al-Fe alloy system is superior to that of Ti-6Al-4V alloy. Ti-6Al-4V shows the worst oxidation resistance for all test conditions. This is not a result of the addition of Fe, but rather it is due to the elimination of V, which has deleterious effects on high temperature oxidation. The oxidation of the Ti-Al-Fe alloy system follows the parabolic rate law. At 700 o C, Fe addition does not have a noticeable influence on the amount of weight gain of all specimens. However, at 800 o C, Ti-6Al-4Fe alloy shows remarkable degradation compared to Ti-6Al-1Fe and Ti-6Al. It is discovered that the formation of Al 2 O 3 , a diffusion resistance layer, is remarkably hindered by a relative decrease of the α volume fraction. This is because Fe addition increases the volume fraction of β phase within the Ti-6Al-xFe alloy system. Activities of Al, Ti, and Fe with respect to the formation of oxide layers are calculated and analyzed to explore the oxidation mechanism.
서 론
타이타늄
실험 방법
Isothermal oxidation curves of Ti-6Al-xM alloys in air at 700 and 800 
한편 Fe 산화물의 경우 다음과 같은 3가지 반응을 예 측할 수 있다.
(10)
(15) 
결 론
Ti-6Al, Ti-6Al-1Fe, Ti-6Al-4Fe 및 상용의 Ti-6Al-4V 합금을 고온에서 등온산화시킨 결과 다음과 같은 결론을 얻었다.
1) 700
o C에서의 내산화성은 Ti-6Al, Ti-6Al-4Fe, Ti-6Al-1Fe, Ti-6Al-4V 합금 순으로 우수하나, Ti-6Al-4V 합금을 제외한 합금들의 내산화성 차이는 크지 않았다. 그러나 800 o C에서는 Ti-6Al-4Fe의 내산화성이 Ti-6Al-1Fe에 비 해 크게 악화된 경향을 보였다.
2) Ti-6Al-4V 합금에 비해 Ti-6Al-xFe 합금들의 내산화 성이 우수한 이유는 Fe의 효과보다는 내산화성 유해 원 소인 V이 제거됨으로써 발생한 결과였다.
3) Ti-6Al-xFe계 합금에서 Fe원소는 기존의 TiAl계에서 와는 달리 β상의 분율 증가로 인한 Al이 고용된 α상의 감소로 주 확산저항층인 Al 2 O 3 형성을 방해하는 역할을 하 였다.
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